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Built on these principles...

PERFORMANCE AND
DURABILITY

EPIC Aerators are designed with
performance and durability in mind.
The EPIC structural components
provide both strength and enhanced
performance.

2 CONSTRUCTION WITH A
PURPOSE

The unique C-shaped radial beam
construction stiffens the unit and
distributes the operating loads while
providing hydraulic channeling of the
pumped liquid.

The swirling mass of liquid is
straightened as it exits from the
deflector, changing the trajectory of
the liquid to a flatter dispersion
pattern. This lower trajectory reduces
aerosols and misting. The radial
beams act to deflect the rotational
forces of the emerging liquid, resulting
in a stable float.

3 SERVICEABILITY

Difficult to reach below water cross
vane stabilizers are not needed, thus
eliminating underwater catch points
for debris.

EPIC Aerator’s Features and Your Benefits...

@ Sturdy, all stainless steel construction
with no concentrated load points.

B The float construction has no potential
leaking points caused by bolt or other
penetrations through the stainless steel
skin.

B No structural castings with the
potential for hidden gas and sand hole
porosity, resulting in stress
concentrations and unexpected
imbalance.

B Internal hardpoints which reinforce
and stiffen the float and the volute tube.

B Welded in accordance with
requirements of AWS standards.

I Radial C-beam construction for load
distribution, rigid construction, and
improved liquid dispersion.

B NIBRAL, dynamically balanced,
weedless propellers.

B Floats are injection filled with 2.25 to
2.50 pcf density closed cell
polyurethane foam.

B Standard stand-off power cable support
bracket.

B 100% reserve buoyancy factor is
standard.

Environmental Products for Innovative Conservation



Features and Components...

EPIC Aerators are built from tough, corrosion-resistant
stainless steel. The volute is reinforced and stiffened
by horizontal and vertical plates. All components are
welded in accordance with AWS standards.
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Our Customers’ Testimonials...

“Your references highly prazsed your
equipment and service..

— Brown & Caldwell

“The EPIC Aerator performs well
and the very high quality
construction makes it an excellent
choice for any apphcatmn that can
utilize floating aerators.”

— Gerry Shell, PE

“We appreciate your support and
look forward to working with you

in the future.”

— Joseph Yost

“We have agreed to recommend
EPIC Aerators to the owner..

—BCMEngmeers

“Again, thank you for your support
and coolperatwn . your assistance
is greatly apprecmted ”

— North Charleston Sewer District

“They were very professional,
courteous and do a great job
responding to an owner’s needs.”

— Pizzagalli Construction Co.




Models and Dimensions...

Motors

B Cast iron frame, severe chemical duty, TEFC,
aerator motor.

B Oversized stainless steel shafts

B B-10, 100,000 hour high thrust oversized
bearings

W Non-hygroscopic copper windings

B Class “F” insulation

B 1.15 service factor at 40° C ambient

B Labyrinth seals

B Stainless steel motor mounting with machined
flanges

- 1-1800 1 1800 48 12 10 5 352
- 2-1800 2 1800 48 12 10 5 352
3-1800 3 1800 48 12 10 5 352
5-1800 5 1800 | 60 12 10 6 602
- 7.5-1800 7.5 1800 60 12 10 6 602
10-1800 10 1800 60 12 10 6 602
~ 15-1800 15 1800 72 12 12 6 - 870
20-1800 20 1800 72 12 12 6 870
25-1800 25 1800 72 12 12 6 870
10-1200 10 1208 | 72 12 12 6 870
151000 | 15 | 1280 72 12 12 6 870
20-1200 20 1200 84 15 12 T 1483
25-1200 25 1200 84 15 12 7 © 1483
3012000 | 30 1200 96 15 25 7 1940
40-1200 40 1200 96 15 25 7 1940
~ 50-1200 50 | 1200 96 15 25 7 1940
60-1200 60 1200 108 16 25 8 2622
75-1200 75 | 1200 108 16 25 8 3026
- 40-900 | 40 | @ 90O 96 15 25 7 1940
50-900 50 @ 906 - 108 16 25 8 2622
60-900 60 900 108 16 25 8 | 2820
75-900 75 | 808 | 116 16 25 8 - 3026

Other dimensions are available. Dimensions may vary depending on application.









